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Győződjön meg róla, 
hogy a feszültségmentesítés 
megtörtént!

Készítsen három furatot, majd 
helyezze a csomagban 
található tipliket a furatokba.

Távolítsa el a búrát 
az alaptestről.

Húzza át a vezetéket 
az alaptesten és csavarozza 
fel azt a mennyezetre.

Csatlakoztassa a vezetékeket 
a sorkapocsba.

Helyezze a búrát az alaptestre, 
majd az óramutató járásával 
megegyező irányba fordítsa el, 
hogy rögzüljön.

Csavarozza be a lámpa 
oldalába a csavarokat.

Kapcsolja vissza a feszültség 
ellátást és győződjön meg róla, 
hogy a lámpatest megfelelően 
működik.



Make sure to turn off the main 
power.

Drill three holes then insert the 
expansion bolts to the holes.

Remove the cover from 
the fixture.

Pull the supply wires out 
the fixture pan then screw 
the fixture pan on the ceiling.

Connect the power supply
wires to the connection 
terminal.

Place the cover to the fixture 
then twist it clockwise until it 
locks.

Install the side screws 
of the lamp.

Turn the power switch back on 
to verify that luminaire is wor-
king properly.

PIR

RED

BLUE

A

OUT~

LOAD

N

L
IN~

N L
BROWN


